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Mathematical Formulation of the Tropospheric
Delay Covariance for Very Long Baseline
Interferometry Parameter Estimation

Robert Treuhaft”

ABSTRACT. — This report formulates the tropospheric covariance for Very Long
Baseline Interferometry (VLBI) delay observations. The formulation describes
calculations and data handling in COVTRP.f, the tropospheric covariance principal
routine in MODEST, the Deep Space Network (DSN) VLBI parameter
MODel-and-ESTimation software. The formulation in this report is intended to be an
aid to anyone attempting to understand and/or modify the code. Two applications of
the tropospheric covariance are identified: 1) It facilitates the calculation of the VLBI
parameter-estimate covariance induced by tropospheric fluctuations, and 2) it also
enables optimizing the parameter-estimate errors. It is shown that the formulation of
the tropospheric covariance involves two-dimensional integrals over the structure
function of refractivity (called D, ). By casting the arguments of D, as quadratic
forms and invoking a two-dimensional version of Gauss’s theorem, the double integrals
are reduced to single-dimension, line integrals, realizing an order of magnitude
improvement in computation time. It is further argued that errors of ~10% arise in
this formulation of the tropospheric delay covariance, and in the COVTRP.f code, due
to a flat-Earth assumption for intermediate-length (~500 km) baselines. Proposed
simulations are described, which are aimed at evaluating use of the tropospheric
covariance with various wind vectors and saturation scales, as well as the effects of

Earth curvature.
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I. Introduction

The principal observation in Very Long Baseline Interferometry (VLBI) is the
differential delay of extragalactic or spacecraft signals arriving at two Earth-fixed
antennas [1]. The VLBI reference frame is derived by estimating parameters from the
residual differential delays and, to a lesser extent, from the residual delay rates.
Fluctuations in wet path-length refractivity, and therefore in path-length delay, are a
principal error in VLBI parameter estimation [2]. The mathematical formulation of
the tropospheric delay covariance is as calculated in COVTRP.f, a subroutine of
MODEST, the VLBI parameter-estimation code. The calculated covariance is used to
assess parameter errors due to wet tropospheric fluctuations. The covariance is also
used to minimize parameter-estimate error by incorporating it into the estimation
process. The tropospheric covariance was derived for long (> 500 km) baselines in
Equation (13) of Treuhaft and Lanyi [2], referred to as TL13. The derivations in this
report apply to very short baseline lengths and very long baseline lengths. Errors of
~10% result in applying this formalism and/or code to intermediate baselines

~500 km due to Earth curvature, as noted in the paragraph following Equation (13).

It is shown that, using quadratic forms and a modified version of Gauss’s theorem,
double integrals of the refractivity structure function in the covariance calculation can

be converted to single integrals, reducing runtime by a factor of 210.

The following section shows how the tropospheric covariance can be used to evaluate
VLBI parameter errors in the presence of tropospheric fluctuations. It also shows how
the tropospheric covariance can be used in parameter estimation to derive optimal
parameter estimates. Section III presents a derivation of the tropospheric covariance
for any baseline vector in terms of double integrals of refractivity structure functions,
which depend, in turn, on physical and geometric characteristics of the path delay
(e.g., elevation and azimuth angles). As a prelude to transforming those double
integrals into single integrals, Section IV casts the argument of the refractivity
structure functions as a quadratic form, which is derived from the geometric and
physical structure—function arguments of Section III. Section V describes a method for
reducing those double integrals to single integrals. Section VI enumerates future

studies to assess the use of the covariance.

Il. Using the Tropospheric Covariance to Assess and Optimize
Parameter-Estimate Performance

The next subsection shows how the parameter-estimate covariance arises from the
tropospheric delay covariance for an arbitrary analysis mode. The parameter-estimate
covariance is a means to assess the performance of estimated parameters. Subsection
I1.B shows how the tropospheric covariance can be used to optimize the analysis mode

and thereby the performance of the parameter estimates.



A. Assessing Parameter-Estimate Performance by Applying the Tropospheric Covariance to the
Calculation of Parameter-Estimate Covariance

A principal application of the tropospheric covariance is in the calculation of the
parameter-estimate covariance due to tropospheric fluctuations. Below, in referring to
a parameter estimate or observation, “residual” means the estimated or observed
quantity minus a model value. In VLBI, residual parameter P, could describe a
baseline component or source coordinate or other geophysical or instrumental
parameter. It is generally assumed that B is linearly related to the difference in
residual propagation delays of the signals received at two stations, as in Equation (1)
below. Let 715 be the k* residual propagation delay, or pathlength, from the source of
radio emission (natural-extragalactic object or spacecraft) to the receiver at station 1,
and similarly for 79 at station 2. The VLBI observation (in the absence of error) is
then 7y — To. The k index usually refers to epoch and/or observation geometry,
including raypath incidence angle and azimuthal angle of the incident raypath with the

baseline vector. Ignoring delay rates, the residual parameter estimate P, is given by
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Fip(T1k — Tok), (1)
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where n4ps is the number of (715 — 7o) observations. The matrix Fjj is typically
chosen to minimize the sum of squared differences between the parameter estimates
and the true values of the parameters [3], i.e., to minimize ), ]Siz. But suboptimal Fy
are also frequently used because models needed for their calculation are imperfect or

the runtime is too long.

The (71x — T2x) observations are sensitive to tropospheric delays not common to
stations 1 and 2. If the model for delays 7 and 7o) were perfect except for
contributions from tropospheric fluctuations, P, would equal zero except for the
fluctuating troposphere contribution. The covariance of P, would depend on the
covariance of observed delays 715 — Tor. In order to calculate the covariance of ]51 due

to troposheric delay fluctuations, note that the covariance of any two vectors z;, x; is

cov (zi,25) = (Tixj) — (2:)(75), (2)

where <> means ensemble average. For the troposphere, an ensemble is a set of

refractivity patterns that can be modeled by Kolmogorov statistics [4]. The covariance



of P; is therefore related to tropospheric delay covariances using Equations (1) and (2):

A A A

iPj) = (P)(Py)

:ZFiijl((ﬁk — To) (T — T21)) — ZFiijl<71k — Top) (T — To1)

k1 k,l
= FupFu ((miemu) — (Tue)(Tu) + (TexTa1) — (Tok) (T21))
k1
- ZFiijl ((TieT2r) — (Tik) (T21) + (ToxT11) — (Tor)(T11))
k.l

= FiFji (cov (Tix, T11) + cov (7o, Tar) — oV (T1x, T21) — €OV (Tar, T11))

kL
(3)

It can be seen that calculation of the parameter covariance is enabled by tropospheric
covariances, such as cov (71x, 71;). The parameter covariance has variances on the
diagonal and correlations in the off-diagonal terms and thus is a good indicator of the
performance of residual parameter estimates. The sum of terms following Fj F}; in the
second and third lines of Equation (3), which is equivalent to the sum of terms after
F; Fj; in the last line of Equation (3), will be called the “troposphere observation

covariance”:

cov (Tig — Tok, T — T21) = {(Tire — Tor)(Tu — T21)) — (Tie — Tor)(Tu — T21), (4)

which will be used in the next subsection.

Throughout the rest of the report, “type 1” tropospheric covariances will be used to
describe covariances like the first two to the right of the equal sign in the last line of
Equation (3). These covariances are between delays at different times and raypaths
but at the same station. “Type 2” tropospheric covariances are like those to the right
of the minus sign in the last line of Equation (3), with covariances involving stations 1
and 2. Type 2 covariances, which describe station-to-station tropospheric correlations,
were correctly ignored for long baselines in both TL13 and in MODEST, the Deep
Space Network (DSN)-VLBI parameter-estimation algorithm. When stations are far
apart, each delay in (71;72;) becomes independent of the other, and the type 2 terms

in the last line of Equation (3) go to zero. Hence, for stations far apart,

cov (Tig, To1) =(T1kT21) — (T1k) (T21) = (T1r) (T21) — (T1x) (T21) = 0. (5)

However, cov (711, 72;) terms are included for the general covariance of this paper,
expressed in Equation (17), where a and 8 can be any combination of 1 and 2. The
type 2 terms, important for short baselines, are also included in the Fortran code of
MODEST.

B. Optimizing Parameter-Estimate Performance by Applying the Tropospheric Covariance

The first application of the tropospheric covariance is to determine the parameter

covariance given any Fj;’s. As mentioned above, suboptimal F;;’s are sometimes used
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for convenience. The second application of the tropospheric covariance is to find the

optimal Fj’s, Fi, ,’s, which when inserted in Equation (1), produce optimal

opt
parameter residuals Piopt that minimize )", Pfom7 as mentioned above. The Fy s
can be gotten from the algorithm that calculates model delays, MODEST, using the
troposphere observation covariance, as in Equation (4). Considering the observation
residual delays to be = 0 except for tropospheric fluctuations, the optimal Fi, , terms
in Equation (1) can be calculated using the inverse of the troposphere observation
covariance, W [3]:

Mparam

Fip, = Z (ATWA)HATW) i, (6)

Jj=1

where A;; is a matrix of partial derivatives of observation ¢ with respect to parameter
J, sometimes called the “design matrix” [5]. It is by using W that optimization of

Fi,,., and thereby of P, . takes place.

opt?

The rest of this report describes the calculation of tropospheric delay covariances, like
those in the last line of Equation (3), in terms of observation geometry and epoch. It
shows that tropospheric covariances are calculated with double integrals over
refractivity structure functions and how those double integrals can be reduced to

single integrals to save time.

I1l. Tropospheric Covariance in Terms of Refractivity-Structure-Function Integrals

The delay covariances at the bottom of Equation (3) above can be calculated by
expressing delays like 71 in terms of refractivity along a raypath, &1 + 71 (01, P1%, 21),
as in Figure 1. For each station location, 1 in Figure 1, Earth’s surface will be
considered locally flat: a plane of a few tens of kilometers in extent, perpendicular to
the Earth-radius vector (the local z-axis in Figure 1). In Figure 1, 7 (61x, ¢1k, 21)
points from &7, at constant polar and azimuthal angles 61, ¢1%, to a location in space
at those angles, at an altitude z; above the tangent plane, which is the zy-plane in
Figure 1, with y pointing into the plane of the paper. Ignoring bending, for time = 0,
and the tropospheric refractivity at any arbitrary point & to be x (&), a height
increment dz; leads to a path increment dz;/sin 6y, as in Figure 2. This path

increment dz; /sin 0y in turn produces a path delay increment

At (O, d1x) = dz1/sinO1ex(T1 + 71 (O, P1k, 21))s
as in the first line of Equation (7) below.

The delay 7, for insertion into terms like those at the bottom of Equation (3) is the
integral of drj:

h
Tik (O1ks D1k, tr) = / dz1 x(Z@1 + 7161k, P18, 21) — Uits), (7)
0

sin 01y,



where

71 (O1k, P1k, 21) =(11 €08 01, COS P11, 71 COS b1, 8in D1y, 71 5N O11)

=(z1 cot Oy, cos 1, 21 cot O sin 1, 21),

and, with fixed 01, and ¢y, the raypath for the k*" observation can be generated by

stepping along values of 7} at values of z; above the tangent plane, ignoring bending.

In Equation (7), h is the wet tropospheric height, 07 is the wind velocity at station 1,
and t;, is the time of the k** observation, where it is understood that

X = x(@1 + 71 (O1k, P1k, 21)) when t; = 0.

Z

X1 + 71(B1k P1xs 21)

01k D1k

Figure 1. For a given height, 21, above the (xy) tangent plane defined as perpendicular to the
Earth-radius vector (the z-axis) at the station location (Z1), the position at which refractivity is
evaluated, at time = 0, is at &, + (01, ¢1x, 21), for the k*" observation.

Inserting 75 and 7, derived from the first line of Equation (7), in place of z; and z;

in Equation (2) yields, for example, cov(7i, 71;), & station-1, type-1 covariance:

1 h rh
cov (Tig, T1) = 7/ / dz dz; [A— B| (8)
o Jo

sin 01y, sin 01,

where

A =(x(ZT1 + 7101k, D1k, 21) — Vi) x (@1 + 71 (011, 11, 21) — Tity))
B =(x(Z1 4+ 7101k, 1k, 21) — Urt)) (X (&1 + 71 (011, 11, 21) — Uity)).

Assuming the mean square value of refractivity, (x?), does not vary with location in

the troposphere (homogeneous assumption), TLA3 demonstrates that the



X1 + 71 (014 b1k 71 + dzy)

. dzq
Sinf > dzy
X1 + 1101k P11 Z1) Zy
011 D1k
x
Xy

Figure 2. For a given height increment dz1, the path increments by dz;/sinfy;, for the k*" observation.

ensemble-averaged product of refractivity at different locations 1, and iy can be

related to the refractivity structure function:
= . 2 1 . P
(x(ma)x(m2)) = (X7) = 5 Dx (| = mi2]7), (9)

where the structure function, D, (|7 — ma|?) = ((x(m1) — x(112))?) and, from TL19,
is given by
02R2/3

S 1T R/ 1)

Dy(R)

with C' being a normalization constant and L a saturation scale length, usually taken
to be a few 1000 km. Using Equation (9) for the refractivity products in Equation (8),
the covariance in Equation (8) becomes

1
sin 61, sin 0,

S R 1/h/hd 42Dy (| Roal?)
~ sin 6y, sin 6y, Ix7 3 o Jo 21 @z Uy ik

h rh
cov (Tik, T11) = [<X2>h2 - %/0 /0 dz dZli(|E1kl|2) - <X>2h2] -

)

where

Ry =101k, b1k, 21) — 71 (011, b1, 7)) — T (b, — 1)

2

and O’i = (x?) — (x)? is assumed independent of the coordinates of the raypaths in

Figures 1 or 2.



Putting 7 from the third line of Equation (7) into Equation (16):

|ﬁ1kl\2 =(z1 cot Oy, cos p1), — 2} cot By cos iy — vi(ty — 1))?
+ (21 cot 1 sin ¢y, — 2 cot Oy, sin o1)? (12)
+ (Zl - 21)21

where the velocity of the wind is taken to lie along the x-axis.

The expression for the type 2 tropospheric covariance, cov (T1x, T2;), needed for smaller
baseline lengths, is derived by inserting 75 in place of z; in Equation (2). The station
2 delay, 7o, is derived from the first line of Equation (7), with 1 — 2 and k — [. The
wind vector is taken to be the same at each station and along the x-axis,

171 :172 =v= (UI,O,O)I

(13)

1 1 h h .
:7h22—7//d dzb D, (|Ry5|?
COV(le,Tgl) sinﬂlk Sinegl l O'X B ) o 21 UZoy X(l 12| )

where

|Ria|? =|(Z1 +71) — (22 + %) — 0(tx — )]
=B, + 21 cot 01}, cos ¢p1 — 25 cot By cos oy — vy (ty — £7)?
+ (21 cot By, sin ¢1j, — 24 cot Oy sin oy )?

+ (21 — 23)°

where B = #; — Z is the baseline vector, and on the fourth line of Equation (13) is

taken to lie along the x-axis with component B, .

Note that the second line of Equation (13) assumes a very short baseline, by applying
Equation (7) to get 7o; for insertion into Equation (2). For short baselines or a flat
Earth, the orientation of the tangent plane (or zenith) at each station is nearly
identical to that at the other. For intermediate (=500 km) baselines and a spherical
Earth, the orientation of tangent planes, and therefore zenith directions, can be up to
a few degrees different between stations. These differences can introduce errors into
type 2 covariances treated as in Equation (13). For very long baselines > 1000 km,
Equation (5) holds and cov(7i, 72;) = 0 and errors due to large differences in tangent
plane orientations do not matter. In future versions of the mathematical formulation
of the covariance, and of the code, all 2}, 65, and ¢o; coordinates must be transformed
to the same coordinate system in which z;, 61x, and ¢ are expressed, before deriving

expressions like Equation (13).

For now, the order of the error incurred in the code using the tropospheric covariance
for intermediate baselines of ~500 km is estimated to be about 10% (=500 km/Earth
Radius). A careful error analysis of the flat-Earth assumption in type 2 covariances as
a function of baseline length will be investigated by simulations as suggested in

Section VI. These simulations should prompt the transformations of coordinates to the



same reference frame, as mentioned above. It should also be noted that because
current DSN baseline lengths are more than an Earth radius or less than 10 km, the
“Earth-curvature” error will not have a big effect on the calculated tropospheric delay
covariance, it is not treated in the code, and the formulation in this report will

continue without modelling Earth curvature.

In the general case with the baseline vector B= (B, By, B.) and the wind velocity

vector ¥ = (v, vy, v,) (assumed the same at cach station), Equation (13) becomes

1

COVT1k,T21) =7 -,
(71x, 721) sin 01, sin Oy

1 h h
|:h20>2< - 5/ / dz1 dz;DX[(BI — v, (tk — 1)
0 0

+ 21 cot By, cos @), — 24 cot By cos oy )?

+ (By — Uy(tk — tl) + 21 cot O sin 1 — Zé cot fy; sin ¢21)2

+ (Bz - Uz(t}C - tl> + 21— 25)2)}] . (14)

Note that formally, a vertical z component of wind velocity is included, but lateral

(z-y) wind vectors are most often considered.

The following, more general expression for the tropospheric covariance can be applied
to produce type 1 and type 2 covariances. It is derived by letting the station indices in
Equation (14) be general, and it facilitates comparison with the code:

1

cov(To ki, Tp1) =—F——F—
(Tak 7.0) sin Bk sinfg

L, 1 h rh /
+ 24 cot Oq 1, COS Do ) — Z'g cot 0, cos ¢B7l)2

+ (By — vy (tk — 1) + 2o cOt o 1 8N G 1 — 255 Ot O sin bp.1)*

(B — st — 1) + 20 zgm] (15)

where o and 3 are the station indices and take on the values of 1 or 2. Written
explicitly, z, and 223 are the z-coordinates of the raypaths above station « and station
B, respectively. Note that the first two terms in the argument of D,, for each
component of B and ¥, do not depend on the geometric properties of the raypaths,
neither the angular coordinates of the observation, nor the z, or z’ﬂ coordinates of the
first or second raypath in the covariance calculation. These terms simply depend on
ground-based differential descriptors such as baseline vector and differential
observation epoch. For this reason, and to better understand the code, the vector gy is
defined as

—

po = B — Unty + Usty, (16)

where the velocity vector is allowed to be different at stations o and 5. With
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Equation (16), Equation (15) becomes

ks :———————hQQ—f/‘/dad’D .
COU(T ok TB’l) sin ka sin&m |: UX 2 0 0 # ZB X[(po

+ 2o €0t o COS P — 2 Ot O, COS bp.1)*

+ (Poy + 2a €Ot B g SIN Po 1 — 25 cOt B3 sin bp.1)*

+ (poz + 2o — 223)2]}

1 2 2 1 " " 2
= !h¥?-Z dzo dzyD
sin aa,k sin 9571 { UX 2 A A “ Zﬂ X |:p0

’

N 22 zd 2200 - bak 27500 - €p1  2ZaZplak - Epl
sin?0,,  sin? 0 sin 0,k sin 0 sin O, sin O
(17)
where €, = (c0SOuk COS D1k, COS O SIN Dok, SIN Ok
éar = (cosfpg cosdp,cosba sin g, sinba)

IV. Arguments of the Refractivity Structure Functions as Quadratic Forms

The process of reducing the double integral of Equation (17) to a single integral

involves finding a function that has a divergence equal to D,. Finding this function as

a simple integral of D, , as in Equation (35), is facilitated by expressing the argument
p g X q ) Yy €xXp g g

of Dy in Equation (17) as a quadratic form, Q(z,y), with z = z, and y = zj. Q is

equated to the argument of D, in Equation (17) as

Qy) = P+ z? y? 2xpo - Cak  2ypo-ep  2xylar - Eai
’ - 0T gin? Oar  sin? 51 Sin Ok sin O sin 6, sin O
2 2 R .
9 T Y > 2xyéar - €a
= + +20- 7 ———m——, 18
Po sin?0,;  sin? 051 sin O, sin O (18)
where
éak Po
T b sin O,k
r = [1andbzlx15
Yy by —é31:P0
sin 19,3»[ .
Q is further equated to the general expression for a quadratic form as
Q = (@—D)'T(E-[)+Qo
'y Tho| jz—n
= @ —m) )] "+ Qo (19)
Tor Too| [y— 1y

and we want to find I, p,, py, and Qo that make Equation (19) equivalent to

Equation (18). It will be seen that derivatives of @ with respect to z and y as in
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Equation (19) are simple and needed to convert the double integrals of Equation (17)

to single integrals.

In order to find the matrix I, the vector ji, and the scalar @)y, which make
Equation (19) account for all the terms in Equation (18), expand the right side of
Equation (19) as

Q = Tna? —20pex + Diapd + Doy — Tiopya + Tiopepty — Di2ypis
+  TDoryz + Dot piapty — Dorzpy — Darypie + Daoy® — 2Ta0pu,y + F22M§ + Q0(20)

In Equations (21), (22), and (23), T, i, and Qg in Equation (20) are specified in terms

of the physical arguments of D, in Equation (18). In order to find I', note like terms

in Equations (20) and (18), and equate their coefficients. For example, the coefficient

of 2 in Equation (18) is 1/sin? 6%, and in Equation (20) the coefficient of 22 is T'y;.

Therefore, equating coefficients of 22, y2, and xy in Equations (18) and (20) yields
1 1 —Eak - €81

U in? Ok 27 gin? 05 2 2

_ 21
sin O, sin O (21)

Noting that b-F=byx+ byy and equating the coefficients of « and y in Equations (18)
and (20) yields

2b, = —2Dipe —Tiopy — Torpry = 201100 — 2120y
2by = _2F12/1':E — 2F22My
— b= -Tjiorji=-TI"'b (22)

Note that Equation (22) shows that the f term is needed in the quadratic form
because of the b term in Equation (18), which is, in turn, needed because of the linear

Z term in Equation (18).

Having specified I and p in terms of the physical expression for @ in Equation (18),
Qo is specified by equating Equations (18) and (20) after setting z and y = 0 in both

equations:

po = Tip2 + Tiopiapty + Dot e, + FQZ,U?/ + Qo

Qo = po— [T = pj—b'T7'b. (23)

Table 1 summarizes Equations (21), (22), and (23), expressing quadratic form
quantities in terms of geometric quantities of Equations (17) and (18) in the argument

of the refractivity structure function, D,.

V. Transforming the 2D Refractivity Integral to 1D

This section derives the transformation from a 2-D integral like that in Equation (17)

to a 1D integral, as outlined by an informal memo by Mark Finger in 1988 [7].
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Table 1. Summary of Equations (21), (22), and (23).

1 —éak-€p1
o2 - -
(21) T = sin er:zk sin 04 sin 6;
—€ak €81 1
sin Oa sin 05 sinZ 05,
(22) fi=-T"'
_ 2  ITp-17

A. From 2D Integral to 1D for a General Function f

This treatment, which fills in the details of MF88, starts by rewriting the argument of
the refractivity structure function in the integral in Equation (17) in terms of @) as in
Equation (19):

h rh
Integral = / D, (Q(z,y))dxdy (24)
o Jo

The method for demonstrating the general 2D to 1D integral is based on Gauss’s
theorem for transforming 3D to 2D integrals [6]. The demonstration of that
transformation starts with an infinitesimal, rectangular volume, with normals pointing
outward from each surface. But instead of a 3D infinitesimal volume, we start with a
2D infinitesimal surface, with rectangular sides of length Az and Ay, and calculate
the dot product of an arbitrary vector function f, with outward normals to each linear
segment of the rectangle, and their derivatives. The dot product is then multiplied by
the length of the corresponding linear segment. Ultimately, we want to show that the
sum of those dot-product expressions over the four lines of the rectangle in Figure 3 is
equal to the divergence of the function times the infinitesimal area of the surface.

Figure 3 shows rectangle i, with midpoints of sides one through four, f_’;,l,4, and

corner reference point P .

—

The dot-product expressions of f (ﬁ”) -7y jdip; ; are summed over the four sides of

rectangle i:

Infinitesimal linear sum of dot products at P o = Z Mg j - f(ﬁi,j)dwi’j, (25)
j=14

where di; ; is a positive pathlength on the jth side of rectangle;, with value either Az
or Ay (independent of 7). The side j = 1 term of the sum in Equation (25), with

N1 = —2, is therefore:
o Ay = df(Pio) Ay
z f<x7y+2 )Ay— & | flz,y) + &y 2 Ay
5 df.(Pi o) Ay
= |—f:(Pio) — 2| Ay. 26
fe(Pio) 0 o | MY (26)
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fliy P,

A ey
8 (o)
B, (xy) P 1,3 l iz (x+Ax,y)

Figure 3. The i*" infinitesimal rectangle, with origin (corner) at F_’;,O. This rectangle, with side lengths
of Az and Ay, both positive, is the path along which the sum in Equation (25) is taken of the function
fdotted into the normals shown. This sum is shown below to be equal to the two-dimensional
divergence of f, multiplied by the infinitesimal area AzAy.

[13

In a similar way, suppressing the “F; o” term and ignoring second-order derivatives like

Zigfy, side j = 2 of the sum is
dfz Ay | dfs
—— 4+ —Az| A 2
{fﬁdy 5 g Ar| Ay, (27)
side 7 = 3 of the sum is
dfy Az
—fy————1A 2
- 5 s (28)
and side j = 4 of the sum is
de Az dfy
Ayl Az. 2

Adding Equations (26) through (29) shows that infinitesimal linear sum ¢ with corner
132',0 is

dfz
- [ézf + fy] AzAy = Vo - f(Bo)dady, (30)

j=1,4

where V is the two-dimensional divergence defined by Equation (30), and

dxdy = lim AxzAy as they both tend toward zero.

In order to demonstrate that the double integral in Equation (24) can be expressed as
four single-dimensional integrals, Equation (31) starts with Equation (24) and uses
Equation (30) to sum infinitesimal rectangles, indexed by 4, on both sides of
Equation (30).

[ [V f dwdy = sz Zodxdy—Zan,Jﬁ ) F(Bj)dups

i g=1
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—

4
=3 i (Pog) - f(Pj)du = Z/ﬁ(%y) - fla,y)di (31)
j=1

The order of the ¢ and j sum in the second line has been interchanged. The 7 sum
following the j sum in the beginning of the second line of Equation (31) has been
converted to an integral on the right side of the second line in Equation (31). A
uniform, positive length of each small rectangle, di replaces dv; ;, and the dependence
of f on (z,y) anticipates the expression for f (z,y) in Equation (33). Integrating over ¢
first leads to four terms in the second line of Equation (31), which constitute four line
integrals to be used in the analysis in Equation (32). Note that interior rectangles in
Figure 4 do not contribute to the line integrals because adjacent normals point in
opposite directions. Therefore, only the external perimeter enclosed in dark blue lines
in Figure 4 contributes to the second line of Equation (31), creating a macroscopic

rectangle over which to integrate dot products as in Equation (32).
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Figure 4. The macroscopic rectangle, with side lengths of h, is the path along which the line integral is
taken of the function fdotted into the normals shown. This line integral along the four sides of the
rectangle is shown to be equal to the two-dimensional divergence of fin Equation (31).

Expressing the normals in terms of rectangular coordinates (for example, 1, = —),

and referring to Figure 4, the four integrals in the second line of Equation (31) become

/oh /oh Dy (Q)dady = /Oh(—z))- F(1,0)dl

h h h
+/0 () - (h,l)dl+/0 () - (l,h)dl—/o (&) F(0,0)dl,
(32)

where [ is the path length of the outward sides of infinitesimal rectangles (in Figure 4).

B. Finding the Function f such that Vs - f = D,

In order to find a function fsuch that V - f: D, (Q) as in Equation (31) and carry
out the four 1D integrals in Equation (32), we follow the proposal in MF88 that f take
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the form

floy) = @-DGEQ) (33)

with @, #, and [ as in Equation (19) and where the correspondence between T', 1, Qo,
and the terms in Equation (18) is in Table 1. With f as in Equation (33), the
two-dimensional divergence of f can be taken and set equal to D, (Q) to find G(Q).

DX(Q) = 62 : q(x’y) = 62 (T - i)G(Q)
die  diy
dx dy
= 2G(Q)+ (z — pa)

0G(Q)
50 (Q— Qo)

[(Q — Qu)G(Q)] (34)

= 2G(Q) +2
0
20

which is Equation (5) in MF88. In the third line of Equation (34), 0G(Q)/0x is

9G(Q) 9Q
aQ oz’

calculated as using Equation (20).

That Equation (34) is a simple derivative with respect to @ is the advantage of
expressing the formulation in terms of a quadratic form. The expression for the
divergence of fcan be integrated to find G(Q) in terms of D, (Q):
1 Q
GQ)= ———— D, (Q)dQ 35
@ =55—ay ), 2@ (3)

From Equation (10), D, can be expressed in terms of Q = R*:

02R2/3 CQQl/S
L e o

Dy(R)

Following MF88, substituting Equation (36) into Equation (35) and setting Q = L?u3,
u=(Q/L*)'3, and dQ = 3L*u*du:

Q \1/3 3

L2 U
(%)1/3 1+u

2(Q - Qu)G(Q) = 3L¥/*C? du (37)

The integral in Equation (37) can be done by dividing the denominator into the

numerator, yielding

%)1/3
2(Q — Qo)G(Q) = 3L¥/3C? w—u+1-— du, (38)
(%)1/3 1+u
which yields an expression for G(Q):
3L8/3C2 [ud  w? ()13
== — — —In(1 Lo
G(Q) Q(Q—Qo){3 5 +u—In(1+ u) |(%)1/3 (39)
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Having an expression for G(Q), we can now formally substitute the expression for f of
Equation (33) into the four lines of Equation (32):

h h h h
/ / Dy (Q)dady = / (—9) - (7 — B)G(QU, 0))dl + / (3) - (7 — B)G(Q(h, )l
0 0 0 0
h h
+ / () - (& — DEQU, k)l - / (3) - (7 — A)CQ0,1)dl

h h
:/0 uyG(Q(Z,O))dl+/ (h — p2)G(Q(h, 1))dl

0

h h
+ / (h — 11y) G(QUL h))dl + / 12G(Q(0,1)dl
(40)

C. Summary of the Mathematical Formulation of the Tropospheric Covariance for VLBI Parameter
Estimation

Tropospheric covariances are used 1) to evaluate the parameter estimate covariance
due to tropospheric fluctuations (Equation [3]) and 2) to optimize the VLBI residual
parameter estimates (Equation [6]). P, are expressed in terms of tropospheric
propagation delays in Equation (1). The tropospheric delay as a function of
refractivity distribution, geometric paramters, and time is in Equation (7). The
tropospheric covariance calculated from expressions of tropospheric delays is shown to
depend on time-consuming double integrals of the refractivity structure function over
the vertical path-length coordinate at each VLBI station, as in Equation (17).

Table 2 summarizes the calculational steps to perform four single integrals in place of
the one double integral in Equation (17).

Table 2. Steps to perform four single integrals.

Step Description Equation/Location

1 Express geometric path-delay arguments of D, as a (18)

function of a quadratic form @

2 Solve for Q parameters I', p, and Qg in terms of Table 1
parameters in Equation (18)

3 Propose a candidate function, f, the 2D divergence (33)
of which is D,

4 Take the divergence and solve for the key expression, (34), (35)
G(Q), in f

5  Express double integral over D, as four single inte- (40)

grals over G(Q)
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VI. Future Studies to Assess Errors in the Use of the Covariance

The tropospheric covariance of Equation (3), via the various terms in Equation (17),
involves parameters of wind speed and direction at each station. The wind vector may,
in general, not be known to great accuracy. In order to assess the error introduced by
having errors in the wind-vector terms, the tropospheric covariance matrix can be
used to simulate tropospheric delays characterized by a range of wind vectors at each
station. The simulation can be done by taking the square root of the covariance
matrix and using it to transform white noise-simulated observations into observations

with the tropospheric covariance [8].

The saturation scale should be tested in the same way, by generating tropospheric
delays with a given saturation scale, and finding parameter covariances using
saturation scales that differ from those in the simulated data.

Additional simulations of DSN-VLBI with non-parallel local verticals, and with a
range of baseline lengths, will determine magnitude of the error in the covariance and

consequent parameter estimates due to the flat-Earth assumption.
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